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Getting Started

1.1 PACKAGE CONTENTS

ACD-2300

Software CD Terminal Blocks

Warranty Card




1.2 PHYSICAL DESCRIPTION

1. Channel Number

2. Action LED Indicator
The LED will light up afterthis video channdias successfully completed the boot
process.

3. LAN LED Indicator
The LEDs indicating when this video channel is transmitting. data

4. Serial Port LED Indicator
LEDs indicating when serialgpt is active.

5. Video Input
Each channel supports one analog video input of ositgsignal with BNC
connector

6. Reset Button
Step 1:Switch off8-channel MPE&! 1U Video Encodeby disconnecting the
power cable
Step 2:Using a suitable pointed object, presgl continue to hold the Reset Button
depressed. While continuing to hold the reset button depressed, reconnect the
power cable.
Step 3:Keep holding the reset button depressed around 6 seconds, release the reset
button. The unit will start up with factodefault settings.

7. ETHERNET Port
The8-channel MPE&! 1U Video Encodeconnects to th&thernetvia a standard
RJ45 connector. Supporting NWAY, tf8schannel MPE&! 1U Video Encoder
can auto detect the speed of local network segment (10B&8@BaseTX
Ethernet). TheEthernetport is for FTTH anad¢anconnecto a xDSLor cable
modem




10.

AC Power Input

100-240V AC 50/60Hz Power Input.

Power Switch

8-channel MPE&! 1U Video Encodepower switch.

Terminal Blocks

The8-channel MPE&! 1U Video Encodesupports twalarm input and two alarm

output.

DI: Logic Level 0: 0~0.4V; Logic Level 1: 3.3~30V
DO: Logic Level 0: 0.1~0.6V; Logic Levell: 2.4~5V
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DESCRIPTION
PIN NAME RS485 | RS422 | RS23Z
1 GND Ground Pin
2 Tx+ D+ Tx+ TX
3 Tx- D- Tx-
4 GND Ground Pin
5 Rx+ Rx+ Rx
6 Rx- Rx-
7 GND Ground Pin
8 DO2 Digital Output 2
9 DO1 Digital Outpufi
10 DI2 Digital Input 2
11 DI1 Digital Inputl
12 GND Ground Pin
13 | AUDIO GND [Audio Ground Pin




14 | AUDIO OUT |Audio Output
15 | AUDIO GND |Audio Ground Pin
14 | AUDIOIN |Audio Input

* RS-232 mode requires user to set the jumpers insidé-thannel MPEG! 1U
Video Encoder

Bcause opening th&channel MPE&! 1U Video Encodewill void the warranty,
please contact your distributor for how to switch tcZ82 mode.

11. Channd Number




Quick Tour

This section guides you with a quick tour on 8-channel MPEG-4 1U Video
Encoder.

2.1 Configure the 8-channel MPEG-4 1U
Video Encoder

2.1.1 Make sure network environment
Default IP of 8-channel MPEG-4 1U Video Encoder is 192.168.0.100. Please

make sure 8-channel MPEG-4 1U Video Encoder and your PC are on the same
network segment before running the installation.

243

. Please set the settings as belg
enesd |
You can get P settings assigned automatically f your network supports

thes capabilty. Othervase. you need to ask your network adminisiiator for IP address: 192.168.xxx
i sinimy ey ( Subnet mask: 255.255.255. 0

" Dbtan an IP addess automatically

3 (NOTE: xxx should be a number
* Use the followng IP address

from 1 to 254 but 100 is

IP address: 192.168. 0
X .
Subnet mask | 255,255 . 2685, 0 e Cepteq
Default gateway: |
9 3
(% Use the followng DNS server addresses
Preferred DNS server. |
Alemate DNS server |

o] oo |




2.1.2 Open Internet Explorer with IP address

STEP1: Open a browser

STEPZ Enter the IP address of tHe device

The default | POK®DIdress is A192.168.
The fiLogin Pageo is.now displayed as

3 Web Configurator - Yideo Manager : Yersion ACTi D1 ¥2.0 - Microsoft Internet Explorer E'@'g'
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STEP3: Enter the Account name (factory default: Admin) and the
Password (factory default: 123456).

NOTE: Internet Explorer of 6.0 or above is highly recommended. If you
d o nhéave the it, please download it from
http://www.microsoft.com/windows/ie/downloads/default. mspx

STEP4 Select the language of thié deviceuser interface. ¥u can
select from English, Traditional Chinese, Simplified Chindapanese
Spanish, Italian, German, Portuguese,Czech and Frértk user
interface setting will disappear once you log out, if you want to change
the default user interface languagkgsechange the setting of [Host
setting]after login successed.

STEPS Click the Lagin button to login or click theﬂlbutton
to reenter again.

Once successfully loginth e A Mai n Swilltbe gisplayedgaebélow


http://www.microsoft.com/windows/ie/downloads/default.mspx

N/, ‘
’4)‘ | ACT  Configurator

8-CH Video Server

1
Configuration SYSTEM R4

>> Host Setting

=> WAN Setting

>> Date Setting

== User Account

== System Info

>> Firmware

=> Factory Default

=> Save Reboot

== Logout

Copyright@2003-2006 ACTi Corporation All Right Reserved

STEP1: Click il to set system configuians of 4CH 8-channel
MPEG-4 1UVideo Encoder

STEP2: Click (2) to apply the choice






2.1.3 Set New IP

Clickthe WANSetting] on theThE&¥ReeBetop pageod. i s
displayed as below.

*|P Address : The IP address of the LAN interface. The default IP address is
192.168.0.100.

*Subnet Mask : The subnet mask of the LAN interface.The default subnet mask is
255.255.255.0

*Click button



