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1. Recommended PC Specification

CPU Core2Duo 2.13GHz and above
Memory 2 GB or above

Windows XP with SP2 or above. Windows Vista / Windows
Operating System 2003 / Windows 7
Internet Explorer 6.0 SP2 and above.

Video Resolution SVGA or XGA with 1024x768 resolution

4 www. acti.com
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2. Preparation before setup

Connect to device and setup IP

Our IP device provides access through Internet Explorer. The IP address for your PC must be
within the same subnet as the IP device. You need to match the TCP/IP settings between PC
and IP device before you can access it via IE.

There are two ways to add devices to the network.

With DHCP server / router:

DHCP server assigns IP addresses to devices automatically. You can find them on the network

with our IP Utility. It is available on NVR CD and our website:
http://www.acti.com/IP_Utility

Run IP Utility to start auto device search. Click on the underlined IP links to access your IP

devices. You do not need to change IP.
Without DHCP server / router:

Please assign a static IP for each device and add them one by one. Connect to the first device

by following steps 1 to 5 below.

Before adding more devices into the network, you need to change the current device to a new

IP address so no two devices have IP conflict. (Steps 6 to 9).

For adding devices without DHCP, please see following steps.

1. Connect the PC to the Network Switch with the CAT
192.168.0.99 / Subnet Mask 255.255.255.0 (101 is just a sample, it may be any number

from 1 to 254 except 100.)

2. Connect the device to your Network Switch. If it is a POE enabled Switch, then the device is

powered on. If it is NOT a PoE enabled Switch, please also plug in the Power Adapter.
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3. Open Internet Explorer (Version 6.0 or above) , and type in Default IP:
http://192.168.0.100

4. When you see the login window, please input default user and password:

Default Username: Admin Password: 123456

5. After you log in, you will see the video from IP device. To go to the main menu, click the
ifSetupd button on the top | eft.

6. Please go to IP settings -> Connection Type. Change the IP mode to Static and the IP
address to 192.168.0.101 or any other unused IP (Avoid 192.168.0.100, the IPs of your
PCs and other devices already in network.) .  CIl i ck @ ASystem & Savédn@& n cl i ck
Reboot.

Connection Type

) Dynamic IP Address

@ Static IP Address

IP Address 192 . 168 L o
Subnet Mask 255 _ 255 _|255 !
ISP Gateway

7. Internet Explorer will close after a few seconds. This is normal.

8. Wait for 30 seconds and open IE again by typing in the new IP. (In this example,
192.168.0.101). For later device you add into the network, please choose an IP that does

not is not used by any existing device.
9. If you have more than one device, continue again from step 2. Assign different new IP to

each camera (forinstance-> 192.168. 0.102, 192.168.0.103 ¢é).

the existing devices from the switch because there is no IP conflict.
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Sample screenshots to setup IP of your PC(Win XP)

The procedures below show how to setup your IP on Windows XP. If you use operating system

other than Windows XP, please refer to OS manuals for proper setup procedures.

STEP1
Start up your PC.

STEP2
Click the [Start] and select the "Control Panel"

Paul.Chen
/ Internet My Documents
é Internet Explorer J
5)—7 1 E-mail b My Recent Documents »

L =] Microsoft Office Outlaok ol -
J My Pictures

@ Notepad ) My Music
—

P Adobe Acrabat 7.0 8 My Computer

Professional >

e Q My Network Places

NXI Microsoft Office Excel 2003
(@ controlpane h
@ Set Program Access and

Defaults
% Connect To >
\\é Printers and Faxes
@) Help and Support
,) Search
All Programs D 7J Run...

@ Log OFf r@ Shut Down
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STEP3

Double-click the "Network and Internet connections" icon.

B Control Panel

File Edit View Favorites Tools Help

Gaac‘r Q L’ pSearch || Folders | [137]+

Address G Control Panel

Control Panel Pick a category

@ Switch to Classic Yiew
r& Appearance and Themes
-«

See Also

‘ ‘Windows Update
@) Help and Support Network and Internet Connections

€} Other Control Panel —
Options >
ﬁ Add o Remove Programs gatg. Time, Language, and Regional
ptions
° "_j) Sounds, Speech, and Audio Devices Accessibility Options

;—‘ Performance and Maintenance Security Center

STEP4

Double-click the "Network connections" icon

B Network and Internet Connections

File Edit view Favorites Tools Help

eBack v O @ pSearch [E Folders v

Address G’ Metwork, and Inkernet Connections

.-‘.1. Network and Internet Connections

See Also L
-

g My Network Places

{4 Printers and Other Pick a task“_

Hardware
% Remote Deskkop _ o
Set up or change your Internet connection
L Phone and Modem Options @ H LI
E\ Create a connection to the network at your workplace
Troubleshooters [3) Set up a wireless netwark for a home or small office

m HNetworking m Change Windows Firewall settings
7] internet Explorer

@ Metwork Diagnostics

or pick a Control Panel icon

=
wi
-

Y
Internet Options 5 Network Connections

Connects to other computers, networks, and the

&
+- Windows Firewall reless Network Setup Wizard
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STEPS

Click

Network Task menu.

" Network Connections

fiLoc al

File  Edit Favarites Advanced

Qe - ©Q - (T | O search [ ruders | [F-

Address @ Metwork Connections

E Tools Help

|

LAN or High-Speed Internet
Network Tasks

Create a new

connection

@ Change Windows
Firewall settings

& Disable this network
devire

] Rename this connection

hange settings of this
conneckion

el 1394 Connection
Connected, Firewalled
[l | 1394 Met Adapter

—=h
A \ilireless Metwork Cornection

Connected, Firewalled
iy )] Inkel(R) PROWireless 2200BG. ..

Other Places

@ control Parel
&3 My Natwork Places
My Documents
i My Computer

Details

Local Area Connection
LAN or High-Speed Internet
Metwork cable unplugged,
Firewalled

Broadcom 440: 10/100
Inkegrated Cuntrull_sr

STEPG6

Click fl ntodr nertCPRrIdPt)adc, and t hen

- Local Area Connection Properties

General | .t’-‘n.dvanc:ed|

Connect using:

‘ B8 Broadcom 440x 104100 Integrated Ce ‘

Thiz connection uzes the following items:

= 005 Packet Scheduler ~
W AEGIS Pratocal IEEE 802.7%] v3.1.5
Internet Protocal [TCRAR)

v

< | @
Dezcription

Tranzmizsion Control Protocol/ntermet Pratocol. The default
wide area network protocol that provides communication
across diverse interconnected network.s,

ninztal

Show ican in notification area when connected
Matify me when this connection hags limited or no connectivity

] l l Cancel

ACTi

Connecting Vision

Rl

| Manua

cl

Ar ed h@mnrcd d tciko m Ldt,ahnase dcsoentnteicnt g so nodf i n t

ick [Properties]
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STEP7
Click the fiUse the f ol énandientegthd IPaddreddancettesubner adi o but t
mask.
2]
Gemtdl
You can gat 1P setings aseigned sutcmatioaly .50 nebosk appofe | Please set the settings as below.
ths capabilty. Othermise, you need 10 ack your network adminatsator for /
the appropriate IP settngs
 Obtain an IP addess automaticaly IP address: 192.168. 0.xxx
[5Use 0 clowing  adiose Subnet mask: 255.255.255. 0
1P address 192.168. 0 . 99
25 [ 25 = 0 (NOTE: xxx should be a number
Dedaudt gateway [ % & | from 1 to 254 except 100, which is
T e used by the IP device. Please also
@ Use the folowng DNS server addresses make sure that no two equipments
PUNSHDIS e | use the same IP address in the
Abemate DNS server |
same network.)
hmnmd.|
[ox ] come |

STEP8

Click the [OK] button and the window dialog box will close.
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3. Configuring the IP device

This section describes how to configure the IP device. The administrator has unlimited access
to all settings, while the normal user can only view live video. The IP device is configured under

a standard browser (Microsoft Internet Explorer 6.0 or above).

Login

STEP1
Open Internet Explorer 6.0 or above. You may download the latest version from:

http://www.microsoft.com/windows/ie/downloads/default. mspx

STEP2
Enter the IP address of the IP device and press enter to go to Login Page.

The default 19P16&0ONEOEess i s i

Accourt |
Password

Language | Engish v

STEP3
Enter the Account name and the Password

(Default Account: Admin / Password: 123456).

STEP4
Select the language of the IP device user interface.

You can select between English, Traditional Chinese, Japanese, Spanish, Italian, German,

Portuguese, Greek, Russia, Turkey, Indonesia and Swedish. This user interface setting will

disappear once you log out, if you want to change the default user interface language, please

1
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go to [Host] in the Hostosection under the setup tab.

STEPS

Click the =l button to login or click the Resst button to re-enter

again. Once you@e loggedin,t he #ALi ve pageo will be di splayed as
“Live | setup Web Configurator P | AcTi

| e g R S e T 000 R 00 L ]
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Live view

Click the o [Live] tab to show [Live page]. Refer to the table below for how to configure each

setting.
v s;fp Web Conflgurator @ ),\{(; ACTi
Vﬂl'lﬂi m— 1] 7 m(ﬂa | Encoder Type [ Slze m i) B B

W) S (v e v ERES z.»...n 0
piey ¥ 5T em T EeERLGR

Function List

Function Description

v ¥
e Full Screen Click the icon (L&

to stretch the preview to full screen. You can

click AEsco0o button on the keybg

6 Snapshot Clickt h e w 0 fiake a snapshot. The snapshot picture

will be saved to the default folder
fi GUsers\0 a c ¢c o untPi cd nmahe format of
YYYYMMDD_HH_mm_ss.jpg.

1
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Audio out Click the icon to enable the audio out from PC to IP camera

or video server. When it is enabled, your voice will be transferred to
the audio out of the IP camera or video server.

NOTE: you will need to have a microphone connected to your PC to
do that.

If dual stream mode is enabled, click to select which stream to
Media display (Media 1 or 2). The default is single stream only. To change
to dual stream mode, please refer to Media 1osection under

fSetupotab

Click to select the compression codec used in video
Encoder Type encoding. The Encoder type option includes MPEG-4, MJPEG and
H.264. Once selected, the video server/IP camera will start to send

video in new stream type.

Display size Click or of to adjust display screen size

Audio in Click the icon to mute or the icon to receive audio

in from the video server/IP camera. Drag the volume bar

to adjust the volume.

Digital Zoom

Digital zoom enables you to zoom into the image. You can click
to zoom in and click to zoom out. You can click
the fno zoomobutton to cancel all zoom-in and go

back to original status (no zoom status).

When you digitally zoom in the video, you can click to
pan/tilt the video up, down, left and right. NOTE: This pan/tilt

function does not work if the video is not zoomed-in (no zoom

status).
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